
15   ПОЛИЭФИРНЫЕ ШПАТЛЕВКИ 
POLYESTER FILLERS

КАТАЛОГ/CATALOGUE

Two-component polyester filler containing specially cut 
glass fiber which increases  mechanical resistance of the 
product. Advisable for filling hollows and reinforcing the 
areas weakened by corrosion or rust. It has very good filling 
properties and good adhesion to the surface. There is no 
need of sanding before the application of another polyester 
putty. Ideal undercoat for the coats of other putty which 
has to be used to create smooth surfaces. Irreplaceable for 
the repairs of boats, caravans, etc.

Двухкомпонентная полиэфирная шпатлевка с добавле-
нием специального стекловолокна, повышающего 
механическую устойчивость изделия. Рекомендуема 
при заполнении вмятин и укреплении мест ослабленных 
коррозией или проржавевших. Обладает очень хорошими 
заполнительными свойствами и высокой адгезией к 
основанию. Твердая при обработке и мало эластичная, 
что склоняет применять ее при ремонте относительно 
небольших поверхностей. Является основанием для 
нанесения других шпатлевок используемых с целью 
получения гладкой поверхности. 

ШПАТЛЕВКА СО СТЕКЛОВОЛОКНОМ
POLYESTER FILLER WITH GLASS FIBER

GLASS

ШПАТЛЕВКА СО СТЕКЛОВОЛОКНОМ
POLYESTER FILLER WITH GLASS FIBER

Высококачественная шпатлевка c микростекловолокном, 
предназначенна для ремонта отверстий и разрывов на 
таких поверхностях как сталь. Образует очень прочную 
поверхность. В сочетании с легкостью нанесения и 
обработкой может быть использована на больших 
поверхностях. Она также имеет хорошую адгезию к 
различным поверхностям, в том числе к оцинкованной 
стали.

Polyester filler MICRO GLASS is reinforced with glass fiber. 
Thanks to the use of elastic polyester resins and short fiber 
glass it is much more flexible than the GLASS filler, having 
at the same time high mechanical resistance. As it is fast 
and easy to process, it can be used even on large surfaces, it 
does not leave pores. It has very good adhesion to various 
substrates, including galvanized steel.
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